EbD.

Horti Mayon

MAY75TEHOR MAY]SOTEHOR

Prikon

Uginik PF

Vystup PPF
Napéti

Vstupni frekvence
Energeticka ucinnost
BTU/h

Stmivani

Stupen kryti
Zaruka

Certifikat

Rozméry

MAY75ATEHOR
A\

2.7 - 3.0 umol/J
202.5 - 225 pmol/s
100-277V AC
50-60Hz

>0.95

225.75

0-10V

IP65

5let

CE, ROHS

75W
1380 X 49 Xx 59Mmm
54.33"x1.93"x 2.33"

1390 x 150 x 155mm
547"x59"x6.1"

|I-lt§‘ .'llA -

MAY75BTEHOR
75W

2.1-2.3 umol/J
157.5 - 172.5 pmol/s
100-277V AC
50-60Hz

>0.95

511.5

o-10vV

IP65

5let

CE, ROHS

150W

MAY150ATEHOR

150W

2.7 - 3.0 umol/J

405 - 450 ymol/s

100-277V AC
50-60Hz
>0.95

1023

0-10v

IP65

5 let

CE, ROHS

¥

MAY150BTEHOR
150W

2.1-2.3 umol/J
315 - 345 ymol/s
100-277V AC
50-60Hz

>0.95

1023

0-10V

IP65

5 let

CE, ROHS

2500 X 49 x 59mm
98.43"x 1.95"%x 2.33"

2570 x 150 x 155mm
98.8"x 59" x 6.1"

Material svitidla
Hlinik

Material optiky
Sklo s vysokou
propustnosti (>90%)

Teplota okoli
V provozu

Teplota okoli
pfi skladovani

Montaz

Spektrum

1214

1.0+

0.8

0.6

0.4+

0.2

0.0

Typ A

y

380

480 580

0°C to 40°C

/ 32°F to 104°F (95% RH)

-40°C to 70°C

/-40°F to 158°F (85% RH)

na lanka,nebo hacky

Spektrum
12

10+
0.8
0.6
0.4+

0.2

T 0.0
680 780 380

Vinova délka (nm)

TESLUX Lighting s.r.o.

Masna 9, 695 01 Hodonin :

tel. 518 321 220

. info@teslux.cz :

www.teslux.cz

480

q3

0°C to 40°C

/ 32°F to 104°F (95% RH)

-40°C to 70°C

/-40°F to 158°F (85% RH)

na lanka,nebo hacky

Typ B

580
Vinova délka (nm)

€.

680

EMV
EMC

IES test
1500 180" 1507
120° 120°
90° 90°
60° 60°
780 30 o 30°
— corcise —ca0/czro
cd /1000 Im

RoHS

TESLUX




